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Series:
WPN TIMER 3800 Overall Dimension

WINMAN WPN Dijital Elektronik Zamanlayıcı / WINMAN WPN Digital Electronic Timer 

WINMAN WPN Dijital Elektronik Zamanlayıcı / WINMAN WPN Digital Electronic Timer 

Item

lnput

output

Display

Time se�ng

iP class 
Electrical connec�on
lnsula�on voltage
insula�on resistance
Shock proof
Ambient temperature
Environment humidity

Voltage 
Power consump�on

output type

output mode
output current

Basic descrip�on
Status display

Adjustment mode
On
Off

XY-3800 H
110~240J AC/O C

10 mA MAX

XY-3800 L
7~36V AC/O C

20mA MAX
relay output

open first mode ,close first mode , one cycle mode
1.5A MAX

4-digit LCD display
Green numbers=ON Red numbers=OFF

LCD flashes
1 second ~99hours59minutes59seconds
1 second ~99hours59minutes59seconds

IP65
lnput /Output :DIN43650A

100V AC 1 minute
50MO ( 500VDC)

Maximum 100m/S², 3 �mes each in 3 axes and 6 direc�ons
Ambient temperature of applica�on: -10~70°C,storage : -20~80°C

Environment humidity of applica�on: 35~90%RH


